 EXTERNAL SOUND / P.A. / MONITORS 
· Please note that the sound and lighting system must be assembled and 
  functioning by the time the band arrives.  
- The sound system (P.A.) must be placed correctly between the source and the band´s 
engineers, through prior study of venue. Promoter must send the auditorium plan LoCura's
technical team, illustrating the situation of stage and audience and indicating any uneven 
ground. 
-  The sound system must be situated centrally in relation to F.O.H., with good overall stage 
    view, on a flat surface at the same level to the audience and at a distance of 20 meters or 
    less.
- For any questions concerning this rider, please contact locuramusica@gmail.com.
Monitor Requirements 
- 1 drum fill for the drums 
- 7 Meyer UM1 monitors or similar (2 for main vocals, 1 for guitar, 1 for bass, 1 for 
trumpet, 1 for percussion, 1 for Flamenco Dancer)  
- 2 Meyer MSL4 sidefills + sub (650)
                                  INPUT LIST/ STAGE PLAN 
1 BD D112 COMP 
2 SD TOP BETA 57  
3 SD Bottom 604   
4 HI HAT SM 81  
5 TOM 1 604  

6 FLOOR TOM 604    
7 OH L 414  
8 OH R 414

9 CONGA 1 SM 57/or better

10 CONGA 2 SM 57/or better

11 CONGA 3 SM 57/or better

12 CAJON BETA 91a

13 PERC OH KSM32

14 PERC VOCAL SM 58

15 FLAMENCO DANCER FLOOR BETA 91a

16 FLAMENCO DANCER AUX MIC SM57

17 BASS DI COMP
18 GUITAR DI COMP

19 GUITAR SM 57

20 TRUMPET  SM 57 COMP

21 TRUMPET VOCAL SM 58
22 GUITARIST VOCAL (BOB) UHF BETA 58  
23 LEAD VOCAL (KATA) UHF BETA 58, AVALON 737 vt 
                                                        BACKLINE 
The band will always need the following backline: 
- 2 drum set risers, 1 for drum set, 1 for percussion
- Black cloth for covering the front and the sides of the platforms 
BACKLINE 

1 4x6 flat clean plywood for FLAMENCO DANCER 
1 BASS AMP (DAVID EDEN AMP AND 4X10 CAB, AMPEG AMP AND 4X10 CAB etc.)
1 SNARE DRUM 13’ YAMAHA AKIRA JIMBO 
1 SNARE 10’ YAMAHA 
2 SNARE STANDS 
7 CYMBAL STANDS 
1 DW BASS DRUM PEDAL  
1 BASS DRUM 20´ YAMAHA OAK CUSTOM  
1 FLOOR TOM 16’ YAMAHA OAK CUSTOM 
1 TOM 10’ YAMAHA OAK CUSTOM 
1 SET CYMBALS ZILDJIAN A CUSTOM 
• 2 SPLASH 8’ 
• 1 SPLASH 12’ 
• 1 CRASH 14’ 
• 1 RIDE 18’ 
• 1 CHINA 12’ 
• 1 CHINA 14’ 
• 1 HIHAT 13’ 
1 SPANISH GUITAR STAND
STAGE 
- The stage must meet the following minimum requirements: 14 m. opening x 14 m. at 
the back, and a height of at least 2 mts. 
- It must possess wings spacious enough for the F.O.H. position and monitor control to be 
mounted on the side. 
- The stage must be always clean and free of cables.

PLATFORM PLAN AND MONITOR CHANNELS 
See attached rider.
LOCAL STAFF 
      The following local support staff will be necessary: 
- One production manager with full power to make decisions about the production 
- One electrician 
- One sound engineer with full knowledge of the sound system 
- One monitor engineer with full knowledge of the monitor system 
- One microphone assistant 
- One lighting engineer with full knowledge of the lighting system 
- Two people for loading and unloading, to assist the band with the unload and 
stage backline, before and after the concert. 
SOUND CHECK 
- The band will need 120 minutes minimum for staging and carrying out a sound test. 
The front door, for having access the audience, will not open without the consent of the 
tour manager. If there is any problem unrelated to the group that may delay the sound 
test, the tour manager may delay the door opening if deemed necessary. The band’s tour 
manager will have control over lighting levels in the venue.
